Tabbing device

for folding straps, for centering pin &16.9-29.9 mm**

SZ 50 UZ-LB

Normal position
Clamping hook and
locating pin retracted

Center position
Clamping hook retracted,
locating pin extended

End position:
Clamping hook locked,
locating pin extended

T31:

Sensing system

Medium: Air, max. 6 bar, operation permitted
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Example for request: Valves: V1 v2 Bending force at 5 bar: ~540 N
SZ 50 UZ-LB 1A19,9x19,9 120 T31 X=4,2 1. Starting position b a Weight without clamping set***:  appr. 5.6 kg
Locating pin and .
SZ 50 UZ-LB: Type clamping hook retracted Attention!
1: Hook position ) ) External throttle check valves must be
A: Pin form 2. Locating pin extended a a provided on assembly.
19,9x19,9: ,p1¢ 3. Clamping hook locked a b They are not included in the scope of delivery!
120: Height L2 4. Clamping hook unlocked a a
b a

X=4,2 Sheet thickness ,X“

Ordering example TUNKERS sensing system:

... T31

Sensing system

5. Locating pin retracted

Please send your request example to our design

office.
After technical clarification, you will receive an
individual article number for the requested

Underbody Clamp, which you can use to order it.

with oil-free air.

*Tolerance for dowel holes * 0.02, for
threaded holes + 0.1.

**other centering pin diameters are possible
depending on the application

***Clamping set includes clamping hook,
centering pin and centering sleeve
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Subject to technical modifications.
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